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ITEMS WHICH WILL NOT BE REMOVED.
DAMAGE DONE TO EXISTING ITEMS BY THE
CONTRACTOR SHALL BE REPAIRED BY THE
CONTRACTOR AT THE CONTRACTOR’S EXPENSE.

NOTE NOT USED

PROTECTION OF EXISTING PLANT MATERIAL
FOR WHICH THE CONTRACT DOES NOT
PROVIDE REMOVAL.

PAVEMENT MARKINGS SHALL BE
IN ACCORDANCE WITH IDOT
DISTRICT ONE STANDARD TC-12.
RAISED PAVEMENT MARKERS
SHALL NOT BE INSTALLED,
EXCEPT AS SHOWN ON THE PLANS.

SEEDING, CLASS 2A, NITROGEN,
PHOSPHORUS, AND POTASSIUM
FERTILIZER NUTRIENTS,

TOPSOIL FURNISH AND ‘PLACE, 12
COMPOST FURNISH AND PLACE, 6

THE PROTECTION OF
EXISTING PLANT MATERIAL AND THE REPAIR
OR _REPLACEMENT OF EXISTING PLANT
MATERIAL DAMAGED BY THE CONTRACTOR
SHALL BE DONE IN ACCORDANCE WITH THE

TYLININTERNATIONAL

REQUIREMENTS OF SECTION 201 OF THE

TOPSOIL. FURNISH AND PLACE, 12
STANDARD SPECIFICATIONS.

COMPOST FURNISH AND PLACE, 6"

THE RESIDENT ENGINEER SHALL
CONTACT JULIA FOX (847) 705-4151,
EXPRESSWAY TRAFFIC CONTROL
PRIOR TO PLACING
ANY PAVEMENT MARKINGS.

AREAS TO BE SEEDED BETWEEN NOVEMBER 1 AND
APRIL 1 SHALL REQUIRE DORMANT SEEDING, WHICH SHALL
BE INCLUDED IN THE COST OF SEEDING, CLASS 2A.
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